MANUFACTURURE'SSPECIFICATION —SILICA SAND FOR PLATE GLASS

Critical oxides, maximum limit (in percent)

Fe.O, 0.08 Co,O, 0.0002
ALO; 0.30 MnO, 0.002
Cr.0Os 0.0002 H.O 0.05

Total refractory content per 100 pounds
Cumulative Retained on U. S. 70-Mesh Maximum Limit: 0.200 grams = 0.00044%

Undesirable refractory minerals

Chromite FeCr.O, Sillimanite ALO;
Corundum AlLO; Zircon Z2rS0O,
Andalusite ALSO: Zirconia ZrO,
Kyanite Al,SO:s
lAlso other spinels

Acceptable size distribution (in percent)
Cumulative retained on:
16 USMesh Not one piece Not one piece
20USMesh 0.1% Maximum
40 USMesh 5.0 —15.0% Maximunt
140 US Mesh 92.9% Minimum
200US Mesh 99.5% Minimum
325 USMesh 100.0% Minimum
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The amount of +40 mesh material acceptableis generally dependent on the amount of +70 mesh refractory
particles contained in the product.

MANUFACTURER'SSPECIFICATION —SILICA SAND FOR
PLATE GLASS (FLOAT COMPOSITION)

Description

The material required under this specification is a fine grade of silica sand processed
for use in non-solar glass manufacturing.

Soecifications

Other than iron, the sand may contain no substance that will color the glass. Neither
may it contain minerals or other materials that are so refractory that, in the sizes
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